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Self-drilling screws JT3 (A2 stainless steel + steel)

Order description
Length 
[mm]

For insulation 
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

Sealing washer E16, Ø 16 mm

JT3-2H-40-6.0/6.0x64 E16 64 40 100 3594011351 4061245041001

JT3-2H-80-6.0/6.0x104 E16 104 80 100 3594211351 4061245040998

Self-drilling screw JT3-2H-(40/80)-6.0/6.0

Cross references	

Cordless screwdriver ASCM QSW	  
Socket wrench insert SW8	

Application range

	> �Spacer bolt for fastening profiled steel and aluminium sheets 
to cassette bars with insulation

	> �Fastening lesenes to insulated cassette bars
	> �Also suitable for fastening shear-deformable wall claddings
	> For 40 and 80 mm insulations 

Properties

	> ���A2 stainless steel with hardened steel drill point
	> Stainless steel sealing washer
	> Pre-assembled sealing washer
	> �Special thread geometry allows a removal of the screw
	> No pre-drilling of the outer leaf required

Applications

Technical specifications

1.5 + 2x1.0

max. 1300SW8 6.0

E16

Certifications

Z-14.1-421
ISOVER

Z-14.1-466
ROCKWOOL

Z-14.1-843
URSA

Product online

Product video

Installation processApplication example 
Fastening of profiled ceiling elements and lesenes to insulated cassette wall 
systems.

https://www.ejot.com/p/JT3-2H-40-80-6_0-6_0?qr=0003
https://ejot.canto.de/b/OP3Q8

