
EJOT SE & Co. KG ∙ Market Unit Construction ∙ In der Stockwiese 35 ∙ 57334 Bad Laasphe ∙ Germany
T +49 2752 9080 ∙ F +49 2752 908731 ∙  construction@ejot.com ∙ www.ejot.com/construction

Machinery, Spare Parts, Tools

Order description
PU
[pieces]

Price/1
[EUR]

Article number EAN

Installation tool for drop-in anchors 8x30 1 9160000830 4014496053330

Installation tool for drop-in anchors 10x40 1 9160001040 4014496053354

Accessories

Drill bit with depth stop 8x30 1 9160105941 4014496053347

Drill bit with depth stop 10x40 1 9160105949 4014496053361

Installation tool for drop-in anchors

Application range

	> For making the drill hole
	> For fast and reliable installation of drop-in anchors LA+ and 
LAL+

Properties

	> Weight-optimised design
	> Optimised 4-cutting edge geometry

Notice
The use of specially developed setting tools is highly recom-
mended for installing drop-in anchors. Drop-in anchors cannot 
be tightened by a screw or bolt! If makeshift tools instead of 
professional setting tools are used to install anchors, the thread 
can be damaged and this causes problems during installation.Cross references	

Drop-in anchor LAL+ 	  

Technical specifications

Product online

https://www.ejot.com/p/SW-EA?qr=0003

