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Application range 

	> �Side lap stitching of profiled steel sheets in highly corrosive 
environments

	> �Fastening profiled steel sheets to timber substructures in 
highly corrosive environments

Characteristics

	> Stainless steel HCR - 1.4529
	> Stainless steel sealing washer
	> Pre-assembled sealing washer
	> Highest corrosion protection class

CORREMAKS® self-tapping screw JA1-6.5

Order description
Length 
[mm]

Clamp thickness
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

Sealing washer E16, Ø 16 mm

JA1-6.5x22 E16* 22 - 500 3113211319 4061245017372

JA1-6.5x38 E16* 38 - 500 3113411319 4061245017365

JA1-6.5x64 E16* 64 - 250 3113811319 4061245017358

JA1-6.5x115 E16* 115 37 – 65 100 3114311319 4061245017341

JA1-6.5x145 E16* 145 70 – 95 100 3114611319 4061245017334

*Production article in case of order (see page 35)

Cross references	

Socket wrench insert SW3/8“	  
Cordless screwdriver ASCS 6.3 	   
ORKAN storm washers 	   
Drill bit HSS 	  
Drill hole chart 	

Applications

Certifications

ETA-10/0200 

Technical specifications

SW3/8“

mm

6.5 E16

Product online

https://www.ejot.com/p/JA1-6_5?qr=0003

