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Machinery, Spare Parts, Tools

Application range 

 > �For�fastening�profiled�steel�sheets�to�steel�substructures� 
≥�6�mm

 > �For�fastening�cassettes�to�steel�substructures�≥�6�mm

Properties

 > �Automatic�bolt,�cartridge�and�piston�feed
 > With�bolt�magazine 

Advantages

 > �Fast�installation�sequence�through�automated�repetition
 > Compact�and�lightweight�design
 > Quick�release�fastening�system
 > Easy�cleaning
 > Stability�system�for�secure�storage

Powder-actuated�fastening�tool�P�560

Included in delivery

1�powder-actuated�fastening�tool
1�oil�spray�35�ml
1�protective�goggles
1�cleaning�set
1�operating�manual
1�transport�box

Technical specifications

Weight incl. magazine 4.23 kg

Setting energy 520 J

Magazine 10 powder-actuated fasteners/10 cartridges

Cartridges 6.3/16 (black, red, blue)

Dimensions H x L x W 277 x 363 x 77 mm

Cross references 

Cartridges�  
Powder-actuated�fastener�HSBR�14��
 

Order description 
PU
[pieces]

Price/1
[EUR]

Article number EAN

Powder-actuated fastening tool P 560 1 9600013891 3439510138915

Accessories

Barrel P560 1 9600014139 4061245020945

Thrust piston P 560 1 9600014137 3439510141373

Compressed ring P560 1 9600014136 4061245020952

Cleaning set P560 1 9600074000 3439510740002

Spray oil can 35 ml P560 1 9600310080 3439513100803

Protective goggles P560 1 9600011117 4061245020969

Applications

Certifications

ETA-08/0040 
SPIT

Product online

https://www.ejot.de/p/shot-firing-tool-P560?qr=0003

